
DC FAN
20mm~254mm
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DC8020#12U B.S 12 7.0~13.8 0.35 4.20 3500 40.31 1.14 0.14 34.52 35.0 58.0

DC8020#12H B.S 12 7.0~13.8 0.25 3.00 3000 35.09 0.99 0.11 26.67 31.0 58.0

DC8020#12M B.S 12 7.0~13.8 0.18 2.16 2500 30.72 0.87 0.08 21.08 25.0 58.0

DC8020#12L B.S 12 7.0~13.8 0.13 1.56 2000 25.44 0.72 0.06 15.10 22.0 58.0

DC8020#24U B.S 24 14.0~27.6 0.18 4.32 3500 40.31 1.14 0.14 34.52 35.0 58.0

DC8020#24H B.S 24 14.0~27.6 0.14 3.36 3000 35.09 0.99 0.11 26.67 31.0 58.0

DC8020#24M B.S 24 14.0~27.6 0.10 2.40 2500 30.72 0.87 0.08 21.08 25.0 58.0

DC8020#24L B.S 24 14.0~27.6 0.07 1.68 2000 25.44 0.72 0.06 15.10 22.0 58.0

DC8020#48U B.S 48 28.0~56.0 0.08 3.84 3500 40.31 1.14 0.14 34.52 35.0 58.0

DC8020#48H B.S 48 28.0~56.0 0.05 2.40 3000 35.09 0.99 0.11 26.67 31.0 58.0

DC8020#48M B.S 48 28.0~56.0 0.04 1.92 2500 30.72 0.87 0.08 21.08 25.0 58.0

DC8020#48L B.S 48 28.0~56.0 0.02 0.96 2000 25.44 0.72 0.06 15.10 22.0 58.0
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DC8025#12U B.S 12 7.0~13.8 0.50 6.00 4000 54.14 1.53 0.25 62.37 40.0 58.0

DC8025#12H B.S 12 7.0~13.8 0.40 4.80 3500 50.35 1.43 0.22 54.82 36.0 58.0

DC8025#12M B.S 12 7.0~13.8 0.30 3.60 3000 39.98 1.13 0.14 34.81 31.0 58.0

DC8025#12L B.S 12 7.0~13.8 0.20 2.40 2500 35.87 1.01 0.11 27.65 25.0 58.0

DC8025#12D B.S 12 7.0~13.8 0.10 1.20 2000 27.39 0.78 0.07 18.14 22.0 58.0

DC8025#24U B.S 24 14.0~27.6 0.40 9.60 4000 54.14 1.53 0.25 62.37 40.0 58.0

DC8025#24H B.S 24 14.0~27.6 0.30 7.20 3500 50.35 1.43 0.22 54.82 36.0 58.0

DC8025#24M B.S 24 14.0~27.6 0.20 4.80 3000 39.98 1.13 0.14 34.81 31.0 58.0

DC8025#24L B.S 24 14.0~27.6 0.15 3.60 2500 35.87 1.01 0.11 27.65 25.0 58.0

DC8025#24D B.S 24 14.0~27.6 0.10 2.40 2000 27.39 0.78 0.07 18.14 22.0 58.0

DC8025#48U B.S 48 28.0~56.0 0.30 14.40 4000 54.14 1.53 0.25 62.37 40.0 58.0

DC8025#48H B.S 48 28.0~56.0 0.25 12.00 3500 50.35 1.43 0.22 54.82 36.0 58.0

DC8025#48M B.S 48 28.0~56.0 0.20 9.60 3000 39.98 1.13 0.14 34.81 31.0 58.0

DC8025#48L B.S 48 28.0~56.0 0.15 7.20 2500 35.87 1.01 0.11 27.65 25.0 58.0

DC Fan

DC8020
Size: 80×80×20mm

DC8025
Size: 80×80×25mm

General Specification
Frame / Impeller: Plastic

Lead Wire:AWG#24 or 

                 Equivalent (+)Red, (-)Black

Ball Bearing 50,000Hrs(40°C)

Sleeve Bearing 30,000Hrs(40°C)

Operating temperature: -10°C~+70°C

Storage temperature: -40°C~+70°C

General Specification
Frame / Impeller: Plastic

Lead Wire:  AWG#24 or 

                 Equivalent (+)Red, (-)Black

Ball Bearing 50,000Hrs(40°C)

Sleeve Bearing 30,000Hrs(40°C)

Operating temperature: -10°C~+70°C

Storage temperature: -40°C~+70°C
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