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NOTES:
1. Rating: <UL> 300V/10A
D <IEC> 250V/10.5A D
= *gmmo 2 Poles:03P
. Insulation Withstands Voltage:  ACZ2000V/1 Min
- Insulation Resistance: 500MQ at DC500V
ﬁ Using Temperature Range: -40°C/+115°C
- ~— @ w . Max soldering : +250° for 5S
@C_-O-._.w._m B . RoHS Compliance.
25000/3.5 8.Suitable Electric Wire:28-18AWG(UL)  0.2-1.0mm* (IEC)
9 With" % "is important dimension
How fo order
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L:Green
‘ — gmmg — 5:0range
Pin 1 10.50 6:Red
8 wms T:transparent 3
8:Yellow
7 9:White
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= FAM 5 |SHORT-PIN 300180020 1 |Phosphor bronze | Tin Plafed
i Q —— QNQ L |LONG-PIN 300180010 7 |Phosphor bronze|Tin Plated
OOO 3 |LEVER 3001D0Y00A 3 |PA66 UL9LV-0
~ 2 |Cover 3001C0YQ0A 1 |PA66 UL94V-0
Nuﬁw h%v\@ﬁ% 1 |Housing 3001A0YXXA 3 |PAGS UL94V-0
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